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  KEYSTONE TYPE BNC FEMALE TO RJ45 

UNSHIELDED JACK 
 
ELECTRICAL: 
Exceeds ITU G.703 requirements . 
Impedance matching : 75 ohms to 120 ohms . 
Data transmitted rates : 2-8Mbps for E1-E2 . 
Return Loss : -29db for 2Mbps , -21db for 8Mbps . 
Insertion Loss : -0.2db for 2Mbps , -0.3db for 8Mbps .  
Both directional conversion . 
No AC power or batteries needed . 
Operating Temperature : 0-70℃ . 

 
MATERIALS : 
NO Q’TY DESCRIPTION FINISH 

1 1 BNC FEMALE SOLDER TYPE NICKEL(100u”~150u”) 
2 1 PLASTIC FOR COAX CONN.  PC UL94V-0 
3 1 PLASTIC FOR RJ45 PC UL94V-0 
4 1 RJ45 JACK, GOLD 50u”  
5 1 PCB SET (TRANSFORMER 1:1.26 )  

 
Table 1 

SCHEMATIC DIAGRAM : 
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Test reports 

   

 
Figure 2                                       Figure 3 
 

              
        

G.703 spec mask(2.048Mbps)                        G.703 spec mask(8.448Mbps)  

         Figure 4                                     Figure 5 


